INTRODUCTION
Sadly, aircraft accidents continue to occur on a regular basis in Indonesia. It seems unstoppable. While aircraft accidents from the neighbouring ASEAN countries such as the Philippines (which is also an archipelagic country), Thailand, Malaysia, and Singapore remain a comparatively rare occurrence, it seems that aviation in Indonesia has become synonymous with accidents.
As a consequence, currently the world, Substandard aviation safety in Indonesia occurs due domestic obstacles to providing proper legal enforcement, bureaucratic reform, and sufficient human resources that are the result of a legal framework that has not kept pace with the rapid development of the Indonesian aviation business. Thus many Indonesian airlines may be fully aware that they are not operating in the safest possible manner, but currently lack sufficient governmental guidance and means to rectify the situation. This is a gap that must be solved immediately for the sake of all airline passengers' lives.
The situation has spurred the Indo- report which concluded that the cracking of one aircraft components followed by incorrect flight crew action handling the situation were the contributing factors to the crash. The latest scores (September 2016) in Table 2 (2015) September (2016) March (2015) September (2016 (2015) September (2016) March (2015) September (2016 As seen from the cases above, the urgency for high quality DGCA inspectors is real; and they must also be in sufficient number. To answer this need, the Minister of with a score of 100 and 81.82 (see Table 1 ).
This reality must be first admitted by the DGCA to become the basis for reforming its bureaucracy and management to improve legal enforcement.
Reforming the bureaucracy and its management
All of the solutions above to improve aviation safety are invariably dependent on the readiness of the DGCA as the main overseer.
Reform within the DGCA, and also other related institutions such as national air navigation service provider, must be made to improve its management function together with human resource quality and quantity. 
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The IOSA Standards and Recommended Practices (ISARPs) are applicable only to an operator that operates a minimum (i.e. one or more) two-pilot, multiengine aircraft that have a maximum certificated takeoff mass in excess of 5,700 kg (12,566 lb) for the conduct of i) commercial passengers flight with or without cabin crew; and ii) commercial cargo flights with or without the carriage of supernumeraries or cargo attendants. together with political will has been realized.
